
 

Portable Digital Crane Scale OCS-XZ-GLE 

 

 

 

 

 



 

Capacity(:mm)  

Max Capacity Division A B C D L 

300kg 0.1/0.05KG 160 85 Ф13 22 265 

500kg 0.2/0.1KG 160 85 Ф13 22 265 

1T 0.5/0.2KG 160 85 Ф13 22 265 

2T 1/0.5KG 190 99 Ф19 38 402 

3T 1/0.5KG 190 99 Ф19 38 402 

                                  Noted: The optional division is only for reference but not for verification 

 

Feature: 

Aluminum diecasting alloy housing with strength and pleasant appearance  

Used widely with pear-shaped shackle and large size hook 

With built-in buzzer , giving and alert sounds when stably weighing  

Light weight design with large size LED display  

Adopt with safe and secure single piece load cells  

Convenient replace of 3pieces of AA battery  

Technical Parameter:  

Accuracy : OIMLR76 C3  

Maximum Safe Load :150%F.S.  

Overload Alarm :100% F.S.+9e  

Time to Stable Reading ≤8s 

Limited Overload : 400% F.S. 

Operating Temperature : -10℃ -+55℃   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ADD: UNIT 615A 6F ZHONG TIE FORTUNE PLAZA NO.398 JIAHE ROAD XIAMEN FUJIAN CHINA  

TEL:86-592-6686182, Email:sales@kuanyi.com, http://www.kuanyi.com.  

http://www.kuanyi.com/

