
 

 

Low Profile Compression Load Cells Sensor TBY 

  

 

 

 

 

 

 

 

 



 

Specification 

Model : YBYT 

Capacity 30kg, 50kg 

Output Sensitivity 1.5 ± 20% mV/V       

Non-linearity 0.3 % F.S 

Hysteresis 0.3 % F.S 

Repeatability 0.1 % F.S 

Creep(30mins) 0.1 % F.S 

Temperature Effect on Output 0.05%F.S/10℃ 

Temperature Effect on Zero 0.05%F.S/10℃ 

Input Impedance 750 ± 50 Ω 

Output Impedance 702 Ω 

Insulation Resistance ≥5000 MΩ/100VDC 

Temperature Range Compensated -10～+60℃ 

Operating Temperature Range -20～+80℃ 

Recommend Excitation Voltage 5～15V 

Maximum Excitation Voltage 20V  

Safe Overload 150 %F.S  

Ultimate Overload 200 %F.S  

Protection Grade IP67 

Material Stainless Steel  

Cable Length Φ3×3M  

Single Gross Weight 0.1kgs 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ADD: UNIT 615A  6F ZHONG TIE FORTUNE PLAZA NO.398 JIAHE ROAD XIAMEN FUJIAN CHINA 

TEL:86-592-6686182，Email:sales@kuanyi.com, http://www.kuanyi.com 


